定位同步服务器测试记录
	测试对象：里程定位服务器
	文档编号：

	提交日期：2024.6.18
	提交人：李永涛

	测试描述：

1. 测试网路带宽；
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Server listening on 5201

Accepted comnection from 192. 168, 1.12, port 49178

[ 5] local 192.168.1.23 port 5201 connected to 192. 168.

[ ID] Interval

sec
sec
sec
sec
sec
sec
sec
sec
sec
sec
sec

Transfer

90.7 iBytes
112 MBytes
112 MBytes
112 MBytes
112 MBytes
112 MBytes
112 MBytes
112 MBytes
112 MBytes
112 MBytes
21.3 iBytes

Bitrate

761
936
941
941
940
940
940
941
942
941
942

Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec

Bitrate

[ 5] 0.00-1.00
[ 5] 100-2.00
[ 5] 2.00-3.00
[ 5] 3.00-400
[ 5] 4.00-5.00
[ 5] 5.00-6.00
[ 5] 6.00-7.00
[ 5] 7.00-8.00
[ 5] 800-9.00
[ 5] 9.00-10.00
[ 5] 10.00-10.19
[ 1D] Interval

[ 5] 0.00-10.19

hccepted comnection
[ 5] local 192.168.
[ ID] Interval
5] 0.00-1.

923

Mbits/sec

from 192. 168. 1. 12, port 49180

1.23 port 5201 connected to 192. 168.

sec
sec
sec
sec
sec
sec
sec
sec
sec
sec
sec

Transfer

88.8 IBytes
111 MBytes
112 MBytes
112 MBytes
112 MBytes
111 MBytes
112 MBytes
112 MBytes
112 MBytes
110 MBytes
21.5 iBytes

Bitrate

744
928
939
941
939
930
940
942
942
925
943

Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec

Bitrate

[ 00
[ 5] 100-2.00
[ 5] 2.00-3.00
[ 5] 3.00-400
[ 5] 4.00-5.00
[ 5] 5.00-6.00
[ 5] 6.00-7.00
[ 5] 7.00-8.00
[ 5] 800-9.00
[ 5] 9.00-10.00
[ 5] 10.00-10.19
[ 1D] Interval

[ 5] 0.00-10.19

Accepted connection
[ 5] local 192.168.
[ ID] Interval

[ 5] 0.00-1.00
[ 5] 100-2.00
[ 5] 2.00-3.00
[ 5] 3.00-400
[ 5] 4.00-5.00
[ 5] 5.00-6.00
[ 5] 6.00-7.00
[ 5] 7.00-8.00
[ 5] 800-9.00
[ 5] 9.00-10.00
[ 5] 10.00-10.20
[ 1D] Interval

[ 5] 0.00-10.20

Server listening on 5201

sec

5201

Transfer
1.09 GBytes

918

Mbits/sec

from 192.168. 1. 12, port 49184

1.23 port 5201 connected to 192. 168.

sec
sec
sec
sec
sec
sec
sec
sec
sec
sec
sec

sec

Transfer

90. 4 MBytes
111 MBytes
111 MBytes
110 MBytes
112 MBytes
112 MBytes
112 MBytes
111 KBytes
109 MBytes
112 MBytes
21.9 iBytes

Transfer
1.09 GBytes

Bitrate

759
934
929
924
939
e
939
934
919
941
941

Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec
Mbits/sec

Bitrate

916

Mbits/sec

1.12 port 49179

receiver

1.12 port 49181

receiver

1.12 port 49185

receiver




网络功能正常。
2. 串口功能测试；
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GNSS信号、串口输出功能正常。
GNSS信号、测试串口交换机功能正常。

	测试结果：功能正常。


